CONSULTANT:

ACTUAL RUNS TO SUIT BUILDING CONDITIONS. consulting engineering

7. CONTRACTOR SHALL COORDINATE LOCATION OF FIXTURES WITH LOCATIONS
HEREON AND ON ARCHITECTURAL PLANS.

REF. ‘

(+)
E] UPRIGHT]

1/2" COPPER COMPRESSED AIR LINE ABOVE CEILING SERVING ALL CONNECT NEW PVC DRAIN LINE TO NEAREST ‘
PLUMBING GENERAL NOTES NON-DENTAL CHAIR AR OUTLETS ONLY. PROVIDE AND INSTALL PRESSURE EXISTING DRAIN LINE UNDER SLAB (PLUMBING
REDUCING REGULATOR (SURFACE MOUNTED ON WALL IN EQUIPMENT ROOM). /4 CONTRACTOR TO FIELD VERIFY EXACT LOCATION DUNHAM
1. ALL PLUMBING MUST COMPLY WITH APPLICABLE CITY, COUNTY AND STATE ADJUSTED DOWN TO 30 LBS. PRESSURE REGULATOR TO BE ACCESSIBLE AND @17/ AND DIRECTION OF FLOW IN FIELD). TYP
BUILDING CODE — PLUMBING REGULATIONS. TO BE ABLE TO BE REPLACED (FLEX HOSE EACH SIDE OF REGULATOR)— — wn w— — _—
2. ALL WATER SUPPLY AND DISTRIBUTION PIPING AND COMPRESSED AIR PIPING : | | Dunham Associates, Inc.
IN THE BUILDING WILL BE TYPE "L COPPER TUBE (HARD DRAWN). I I v 50 South Sixth Street / Suite 1100
3. ALL DRAINAGE AND SEWAGE PIPING AND VACUUM PIPING SHALL BE NV Minneapolis, Minnesota 55402-1540
SCHEDULE 40 ABS OR PV DWV. INCOMING COLD WATER LINE —C
DIRECTLY FROM THE < £ | W PHONE 612.465.7550
ALL VENTS SHALL BE SCHEDULE 40 ABS OR PVC DWV. NEAREST BUILDING SOURCE N, |/ N FAX  612.465.7551
SNV N
FIXTURES NOTED {_ ) ARE CALLED OUT IN PLUMBING FIXTURE SCHEDULE. (AHEAD OF ALL NEW | o M wes  dunhameng.com
FIXTURES) SEE oF- mechanical + electrical
WATER SUPPLY HEADERS ARE INDICATED ON DRAWING DIAGRAMMATICALLY. | S o3
“

RPZ BACKFLOW PREVENTER

8. CONTRACTOR SHALL COORDINATE PLUMBING WITH OTHER TRADES. PIPING WITH RELIEF VALVE
RUNS ARE APPROXIMATE: MAKE CHANGES TO AVOID DUCTS, BEAMS, ETC. DISCHARGE DRAIN PIPED |
9. INDIVIDUAL SUPPLY AND DRAIN CONNECTION SIZES ARE NOT INDICATED %EF@%LM&ENRT?OF’}LSE(& \ /// —
ON PLANS (FOR CLARITY). SIZE TO SUIT RESPECTIVE FIXTURE. —\ T , :
10. PROVIDE AIR CHAMBER (12” LONG) AT EACH FIXTURE FOR HOT AND COLD WATER. \ Y = /
=t _ E==—= m ~
11. TEST: WATER SUPPLY — ONE HOUR @ 150 PSI. h 1 .. I >

WASTE — FILL TO ROOF AND BE GAS AND WATER TIGHT.
CONTRACTOR SHALL NOTIFY OWNER 24 HOURS IN ADVANCE OF ALL TESTING

12. CONTRACTOR SHALL BE RESPONSIBLE FOR THE COST OF ALL REQUIRED
INSPECTIONS AND PERMITS.

13. ALL VENT LINES TO SLOPE UP TO VTR (VENT THRU ROOF). . == |,
» ” |M—N
14. LAVATORY/SINK "P” TRAPS SHALL BE MIN. 17 GA. CHROME PLATED BRASS. /

15. CONTRACTOR SHALL BE CAREFUL WHEN TRENCHING NOT TO DISTURB OR
CAUSE UNDERMINING OF ANY BUILDING FOOTINGS. SHOULD A CONFLICT

I \
I \

S
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==l
ARISE — NOTIFY OWNER BEFORE PROCEEDING. AR LINE TO DENTAL CHAIRS ABOVE CEILING VACUUM LINE FROM DENTAL CHAIRS N\ N I — @
16. CONTRACTOR SHALL VERIFY FIXTURE QUANTITIES PRIOR TO BID. NOTIFY igogzﬁiogn; C_E'Lgég SEL#ZEEE'; /E,?V:’N N
OWNER OF ANY DISCREPANCIES. , e ' AN
) PLUMBING CONTRACTOR TO PROVIDE AND INSTALL A 2
17. SET FLOOR DRAIN 1/2" BELOW FINISHED FLOOR AND SLOPE WITHIN MINIMUM PVC OUTSIDE AIR PIPE THRU THE ROOF WITH C |
4-0" SQUARE AROUND FLOOR DRAIN, NEW CONSTRUCTION ONLY. GOOSENECK AND INSECT SCREEN. A MIN. OF 10° FROM VENT-THRU-ROOF FOR VACUUM UNIT
18. CONTRACTOR SHALL PROVIDE BLOWOFF DRAINS FOR ALL HOT WATER HEATERS. ALL OTHER OPENINGS OR INTAKES (VERIFY WITH SHEET EX@’ELEJS;E%T\ELBE;E%DFWN 10 727 ARF. PROJECT INFORMATION:
M1.1), MUST BE 20’ A.F.F. FOR TENANT TO CONNECT TO - /P1. |
19. ALL OVERHEAD PIPING SHALL BE SECURED TO OVERHEAD STRUCTURE TO COMPRESSOR (BOTTOM OF PIPE 48" AFF) P TG INSTALL TENANT—""
AVOID CONFLICTS WITH HVAC DUCTWORK, ETC. SUPPLIED PLASTER TRAP @
20. ALL WASTE PIPING SHALL BE INSTALLED BELOW GRADE AT DEPTH REQUIRED (SEE DET. 3/P1.1) ? @ ) @
TO TIE INTO EXISTING SEWER LINE, UNLESS NOTED OTHERWISE. ]E QUIP ME NT RO OM DETA][L - (12) N i @ ﬂ ~ I I I
21. ALL WALL HUNG SINKS AND WATER FOUNTAINS SHALL BE CAULKED TO m e — = —0 o=t \_p.Cc. TO INSTALL
THE WALLS. ALL WATER CLOSETS SHALL BE CAULKED TO THE FLOOR. P1.1 - =] TENANT SUPPLIED
NOT TO SCALE N FCO | T ASTER TRAP
22. ALL PLUMBING PIPES THAT PENETRATE A WALL SHALL HAVE A CHROME A\ N @@ (SEE DET. 3/P1.1)
FSCUTCHEON RING SECURED AROUND THE PIPE AT THE WALL. N i : : —
23. P.C. TO PROVIDE INSULATED PIPE COVERS UNDER ALL LAVATORIES NEW VENT—THRU — \\ @ Ll_
AND COUNTERTOP SINKS WITH OPEN KNEE SPACES. =" ROOF FOR VACUUM ANIEN
24. PLUMBING CONTRACTOR SHALL INSTALL A COMPLETE VENTING SYSTEM FOR UNIT ONLY WITH _— oSN @ LI_
ALL WASTE LINES TO MEET ALL APPLICABLE CODES. FIXTURE VENT GOOSENECK TURN > :
SEE SHEET P1.4 DOWN AND INSECT SINGLE FLEXIBLE il o N
25. ALL STAINLESS STEEL SINKS SHALL BE SET IN PLUMBERS PUTTY UNDER THE FOR ROUTING | SCREEN STAINLESS STEEL b h g
RIMS AND HAVE A BEAD OF CAULK AROUND THE OUTSIDE OF THE RIMS. ] SRAIDED HOSE UP =
26. PLUMBING CONTRACTOR SHALL PROVIDE AND INSTALL TRAP PRIMERS REp ACOUSTICAL : TO SINK FAUCET — I
ON ALL NEW FLOOR DRAINS. py i | |
27.NO VENT PIPING WAS SHOWN ON THIS PLAN FOR CLARITY. SEE 2" PVC EQUIPMENT VENT FROM VACUUM : L <
SHEET P1.3 — WASTE AND VENT RISER FOR DETAILS NEW WALL _— UNIT BY PLUMBING CONTRACTOR I ||
28. INSULATE ALL HOT & COLD WATER PIPE TO PLUMBING EQUIPMENT & \ i I—
FIXTURES USING 1/2" THICK AP ARMAFLEX PIPE INSULATION. INSTALL 1 1/2" PVC | _—
ACCORDING TO MANUFACTURER'S RECOMMENDATIONS. IN ALL CASES, NEW VENT vACUUM LINE OVERHEAD el \D A @ Z
BUTT JOINTS AND SEAMS ARE TO BE SEALED WITH ARMSTRONG 520 PIPE \ | FROM DENTAL CHAIRS B L
ADHESIVE. BOTH SURFACES TO BE JOINED ARE TO BE COATED WITH DOWN TO 72" AFF 1 illix
ADHESIVE. INSTALL FITTING COVERS AT ALL FITTINGS.  INSTALL PIPE I —J [} I I I
HANGARS OUTSIDE INSULATION. Ll e
— a
WALL \ [ | |
FIXTURE CONNECTION SCHEDULE CLEANOUT VACUUM PUMP INTAKE
DESCRIPTION WASTE cw HW EXHAUST HOSE AN g HOSE (PROVIDED W/ 33@{&
DRAIN ASSEMBLY | PUMP) CONNECTED TO 7 R DRILL TWO HOLES
WATER CLOSET (FLUSH TANK) 3" 1/2" - PROVIDED WITH PUMP. ||| / I PVC LINE FROM CHAIRS \ANGLE STOPS FOR IN CABINET
VATORY 7 /o e PLUMBING CONTRACTOR =i AND VACUUM UNIT HOT AND COLD BOTTOM EXTENSION SEAL:
-1/ / / T0 CONNECT 2" PVC ( CLEANING DRAIN PIPE FROM WATER SUPPLIES FOR ACCESS TO M ||| J
SINK 1-1/2" 1/2” 1/2” VENT TO DRAIN P VACUUM PUMP OVER TO FLOOR ANCHORS
EXISTING ~ DENTAL_VACUUM PUMP BASE OF CABINET AT ? MINIMUM WASTE SLOPE TO BE 1/4”
CONCRETE g /_UNIT PROVIDED AND I BACK TO FEED HOSES
ROOF PENETRATION NOTICE SLAB =t CONNECTED BY TENANT % UP TO VALVES AND SINK EEBXERE’FO% THE
a | = | RIGHT OF CENTER [ I g
ALL ROOF PENETRATIONS MUST BE PERFORMED BY » - = |
A ROOFER AUTHORIZED BY THE LANDLORD NEW" 3 DRAIN ———_ . ON THE SINK |
: LINE STUB—UP POLY DRAIN TUBE PROVIDED W/PUMP LR BASE CABINET ~ |l
CERTIFICATION MUST BE MADE BY THE ROOFER AT b DRAINING INTO NEW FLOOR SINK >N A - 11 |
THE END OF THE JOB THAT ALL NEW ROOF l ] ¥
PENETRATIONS ARE APPROVED BY FOR COVERAGE / \
UNDER THE LANDLORD’S ROOF WARRANTY. NEW FLOOR SINK (SITS BELOW PUMP) DRILL THREE HOLES FOOT PEDAL ] :l
IN TOE KICK FOR MIXING VALVE
O\VACUUM PUMP DETAIL WATER SUPPLY HOSES ANCHORED
w NOT TO SCALE FLEXIBLE STAINLESS TO FLOOR lO
STEEL BRAIDED HOSES o o
RUN THROUGH TOE PROJECT NO.: 0415737-011
PLUMBING FIXTURE SCHEDULE SPACE OF SINK CABINET INE ——— — orawnBY: KR
FOOT PEDAL DETAIL s I
@ 3 WATER CLOSET — TOTO "DRAKE” CLOSE COUPLED TOILET, MODEL # CST744SL, ELONGATED BOWL, G—MAX TECHNOLOGY, 1.6 GPM, VITREOUS , \ o ——
CHINA, WHITE, OLSONITE # 95 OPEN—FRONT SEAT, NO COVER, ADA COMPLIANT, FLUSH HANDLE TO BE ON SIDE OF TANK AWAY FROM WALL. w 1-1/2" = 1'—0’ —F—— SAWCUT EXISTING CONC. SLAB TRENCH — P
@ 3 LAVATORY — AMERICAN STANDARD MODEL # 0355.012 WALL HUNG LAVATORY, 4" CENTERS, 15" x 10" VITREOUS CHINA BOWL, DELTA FOR NEW PVC 5° & 27 HAVE 7O -
# 501-WF FAUCET/WASTE ASSEMBLY W/ GRID STRAINER, CONCEALED ARM BRACKET SUPPORTS ANCHORED TO WOOD BLOCKING AND SLAB. SLOPE @ 1/4" 4" CAN SLOPE @ 1/8
@ 4 SINK — ELKAY SINGLE COMPARTMENT SINK MODEL # CR—1721, 20 GA. STAINLESS STEEL, W/ 14” x 15 3/4” x 7" D. BOWL, T&S BRASS & (HF&L A'EDTD%NNC'},WéLHNCCOgLF)AAB%TED
BRONZE WORKS MODEL #3—0502 PEDAL VALVE WITH MODEL # B—0520 HIGH BOY GOOSENECK FAUCET, J—35 CUP STRAINER, 1 FAUCET HOLE. @ : '
SEE DETAIL 5/P1.1 @ i (TYPICAL AT ALL NEW DRAINS)
(4) |1 SINK — ELKAY SINGLE COMPARTMENT SINK MODEL # CR-1721, 20 GA. STAINLESS STEEL, W/ 14" x 15 3/4" x 7" D. BOWL, KOHLER MODEL waLL—] | FIXTURE VENT REVISION: DATE:
# K—10430 SINGLE LEVER HANDLE FAUCET, 3 FAUCET HOLES, 4” ON CENTERS. FEMALE PVC eo . [:J
@ 1 SINK — ELKAY SINGLE COMPARTMENT SINK MODEL # DCR—2522—10, 20 GA. STAINLESS STEEL, W/ 15 3/4” x 21” x 10" D. BOWL, KOHLER - | / ?%DTEESR W/ — @
MODEL # K—10430 SINGLE LEVER HANDLE FAUCET, 4 FAUCET HOLES, 4" ON CENTERS AND T & S BRASS AND BRONZE WORKS MODEL SINK TRAP) = [:J
# B—0305-LN FAUCET IN FOURTH HOLE WITH 3/8” x 1/4" FEMALE—FEMALE (NPT) BUSHING IN LIEU OF A FAUCET, SECOND COLD WATER D ) , _
SUPPLY LINE FOR SECOND FAUCET. PROVIDE WITH ASCO SERIES 8210 GENERAL SERVICE SOLENOID VALVE (NORMALLY CLOSED) TO THE SINK TAILPIPE DRAIN PIPE FC = - ' =
B—305-LN. WIRE SOLENOID TO THE LIGHT SWITCH FOR DENTURE PROCESSING. | o STUBBED OUT @ @
5 E OF WALL BY
@ 1 SINK — ELKAY DOUBLE COMPARTMENT SINK MODEL # CR—3232, 20 GA. STAINLESS STEEL, W/ TWO 14” x 15 3/4” x 7" D. BOWLS, KOHLER Pl CONTRACTOR
MODEL # K—10430 SINGLE LEVER HANDLE FAUCET, 3 FAUCET HOLES, 4" ON CENTERS. (FFL)%%EEDH%S/E W/ CHROME 1 -
s ESCUTCHEON
(7) [0 | Norusep PLASTER TRAP) [FLASTER 2| RING AT WALL B
1 WATER HEATER — SELECT GAS WATER HEATER, POWER DIRECT VENT, MODEL # GS6 40 YBPDT, 40 GAL. CAPACITY, 41 GAL./HR. WASTE STACK il il F
RECOVERY AT 90 DEG. RISE, 1" INLET/OUTLET CONNECTIONS = I I —— = I = = PROJECT LOCATION:
1 WATER FOUNTAIN — OASIS MODEL # P—BACSL, WHEEL CHAIR TYPE, SPLIT LEVEL, 7.8 GPH OF 50 DEG. F. o
& WATER AT 80 DEG. F. INLET WATER AND 90 DEG. F. ROOM TEMP. PROVIDE WITH CANE APRON NOTE: PLASTER TRAP SHALL BE UPC LISTED CHARLOTTESVILLE, VA
1 8”X8” FLOOR SINK — ZURN MODEL #D2378 WITH 1/2 GRATE AND PROVIDE WITH TRAP PRIMER, OR APPROVED EQUAL
@ 1 MOP SINK — FIAT MODEL # MSB—2424, WHITE MOLDED STONE MATERIAL, SERVICE FAUCET 830—AA WITH VACUUM BREAKER PLASTER TRAP SHEETNUMBER /TITLE:
PALL HOOK AND 3/4” HOSE THREAD. 3 NN\ PLUMBING WASTE UPFIT PLAN
@ 4 SINK — ELKAY SINGLE COMPARTMENT SINK MODEL #ELU129DBG, 18 GA. STAINLESS STEEL, KOHLER MODEL #K—7509 P1.1/ P11/
SINGLE LEVER HANDLE FAUCET NOT TO SCALE 1/4” = 1’0" i

PLUMBING WASTE PLAN




